6.30
12/a($5
DEFARTHENT OF ECOLOGY
IMSFECTION REFORT
To: MDS, File Inspector : L. Cargill
Date of Visit: 9 December 1985 Fermit No.: WA-000055-3
Facility: lLockheed Shipbuilding Corn Fermit Evpires: 11/17/80
City: Seathtle County: King New I[ndustry: (N [a]
Ferson Contacted: Greg Metzcus, Environ. Frograms Coord.
Type of Facility: Ship Fitting and Repair
Feceiving Watesr: Elliott Bay,
Type of Treatment Syshemn:
Up=ration bsatis Fair XX Unsat
USEPA S
Marrative: YaRD I INSFECTION, Harbor Island Jm
DISCHARGES: Air compressor system is enclosed, 1175461

recirculating, no discharge.

BOILERS: All boiler blowdown is discharged to a closed loop
recirculating system. All condensate and blowdown water - om
donkey boilers is discarged to METRO.

STORM WATER DISCHARGBES: Fresently installing particulate
traps/oil /water separators in all storm water lines. At
time of inspection, one more trap remains to be installed.
All roof drains +1ow through storm water system, thus
through traps.

SAMDELASTING/SFRAY FAINTING; WAYS: RBlasting done on Wavs

1s considered sand sweeping, i.e., preparing surfaces for
painting. Blasting done inside vessel is collected by
vacuum system. External blasting and painting is done using
an 2nclosed, negative pressure platform which fits against
the hull of the vessel. The system is equipped to collect
either grit or paint. In areas wheres the platform cannot oe
used, grit and paint averspray are controll=ad through use of
tarps both around and under work area. Grit removal 1s done
manually.

SANDRLAST GRIT DISFOSAL: All spent grit taken to Yard Z and
disposed of as described in accompanying ra2port for vard @

e w

FERROUS METAL FICKLING: MNone performed at this site.
NON-FERROUS METAL FICELING: None perfarmed at this site.
STEAM CLEAN]1NG: Nore psrtormed at this sike.

FLUSHING OF SHIFSUARD S8 EMS:  Same as for vard 2 45218

USEPA SF

MU 5 oo =0




SOLVENT RECYCLING: All waste paint, solvents are packed in
drums and shipped as dangerous waste. Due to RCRA, material
cannot be transported to Yard 2 for recycling without
complying with transporter requirements.

OTHER: Alr COmMpressors: ALy 1s passed through drying tower
prior to entering distribution lines. A FVC pipe leads +rom
the base of the tank to a manhole which then discharges to
Duwamish River. Greg Metzcus and George Lane could not
explain why there was & discharge line from the tank, what,
if anvthing is discharged or how often.

Hazardous Waste storage area: Area is bermed on &il
sides except area facing Elliott Bay. Area 1e unider cover.

I advised Greg Metzcue that I would like to have a
copy of the storm water plans for each vard, as well as
description of waste streams, contents of dip tanks. Also,
when amending permit application data, include diagrams of
all DDX's showing dimensions, and displacment, i.e. water
valume for total and average submersion. Also reguested
they research discharge from air drying tower.

FOLLOW UF: 1. Letter reqguesting data

2. Begin draft permit

!
Daniel K. LaFQTIJ
District Inspecto






